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• Probes replaceable, meeting different applications 

• Different color backlight display mode , easy to read 
data in different modes 

• Data reading indicator and automatic data locking 
when the reading is stable 

• Low voltage indication 

• Bu忏er solutions: CH , USA, NIST standards are 
selectable 

• Auto shut off time, customized backlight display time 

• Supplied with standard solution, sample vials and 
lanyard for convenient field test 

• Protection class: IP67 
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SPECIFICATIONS 

Model 

pH/mV.。c

mV(ORP）.。C

c。nd厅DS/Sal./Res .。c ./ 

./ 

JJJ 

JJJJJJJJ 

Parameter 

(-2.00 - 16.00)pH 

0.01 

±0.01pH 士。ne digit 

1 3pts auto 

0.0 60.0。C/(32.0 140.0。F)

(-1000 - +1000)mV 

0.1 /1 

Measurement range 

Res。lut旧n

Accuracy 

Calibrati。n points 

pH 

ATC range 

Measurement range 

./ ./ 

±0.1%F. S 士。ne digit 

。－ 19.99mS/cm 

Auto divided by range 

TDS :0-10 . 0ppt(Fact。r adjustable) 

Resistivity: 50Q·cm - 20MQ·cm 

Salinity: 0 - 10.0ppt 

Res。lut旧n

Measurement 

Accuracy 

ORP 

range Conductivity 

JJJJJ JJJJJ 

JJJ JJJ 

0.01 /0.1 /1 

±1.0% 士。ne digit 

(0.0 -60 .0）。C/(32 . 0 - 140 . 0 ）。F

±0.2。C

Res。lut,on

Measurement range 

Accuracy 

PC1-S 

4 pcs 

./ 

JJJJJ 

EC1-S 

2 pcs 

./ 

ORP1-S 

./ 

1 pc 

./ 

PH1-S 

./ 

./ 

3 pcs 

Accuracy 

Probe (pre-installed ) 

pH bu何er s。lution: pH4.00/7.00/10.01 , 30ml, one for each 

3.0 mol KCI pH/ORP soaking sol uti旧n , 10ml, 1 bottle 

Sample Vials: 30ml 

ORP Standard soluti旧n 222 mV 30ml 

Standard c。nd s。luti旧n 1413µS/12.88mS/cm 30ml，。ne for each 

pH bu忏er s。luti旧n pH4 .00斤。0, 30ml， 。ne for each 

4x1 .5V AAA alkaline batteries (pre-installed) 

Meter 

Temperature 

Test kit 

JJJ JJJ JJJ 

Lanyard 

Hard carrying case （υW/H: 28.0x23.0 x8.2cm) 
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FAIτH FUL® Faithful 

Instrument (Hebei) C口，Ltd

Pen Testers-Bluet。。th Series 

Stand a「d battery: 4x1 .5V AAA 

Batte「y power 

Para盯1ete「 m * ~ 

阳ta loc 

’ - = 25.0' 
Calibrated points 

Co盯1bined electrode, 
Test pH and conduc­
tivity simultaneously 

、

Probe 
「eplaceable

Lanyard a忧achable easily 

FAITHFUL IP rating: IP67 

.... 堂 @ii

3.SBpH 阳ent backlight叫ye阳
捣~ 25.0'c 

pHl+ 

CJ 且

MODE :t 

’ 
CAL ，、

ENT = 

Bulb p「otection shield 

Power button 

Bluetooth activation button 

Data lock/Enter Cal Mode 

Test kit (for pH 1 +/pH 1) 



FAITHFUL® Faithful 

Instrument (Hebei) Co. ,Ltd 

Bluetooth connection 
Operation guide via teste「 or mobile 。
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Table Mode 

\ / 

Diagram Mode 

\ / 

Dial Mode 

/ 

Regular Mode 

Model 

pH/mV.°C 

mV(ORP）. 。c

Cond厅DS/Sal./Res.。C

Measurement range ( 2.00 16.00)pH 

Res。luti旧n 0.01 

Accuracy ±0.01 pH 士。ne digit 

Calibrati旧n p。ints 1-3pts auto 

ATC range O 60。C(32 140。F)

Measurement range (-1000 - +1000)mV 

Resoluti。n 0.1/1 

Accuracy ±0.1 %F. S 士。ne digit 

0 19.99mS/cm, 

Auto divided by range 

TDS:0-10.0ppt(Factor adjustable) 

Resistivity:500·cm 20MO·cm 

Salinity:O 10.0ppt 

Resoluti。n 0.01/0.1/1 

Accuracy ±1.0% 士。ne digit 

Measurement range (0.0 60.0 ）。C/(32.0 140.0 ）。F
丁旨moe阳ture

「 Accuracy ±0.2°C 

Calibration reminder 

Sample ID 

Measurement alarm 

Timing data storage 

Diagram 。perati。n guide 

Multiple display Model 

Meter 

Probe (pre-installed) 

pH bu何·er s。luti旧n pH4.00/7.00/10.01, 30ml，。ne for each 

3.0 mol KCI pH/ORP soaking soluti。n, 10ml, 1 bottle 

Sample Vials: 30ml 

ORP Standard soluti。n 222 mV 30ml 

Standard c。nd soluti。n 1413µS/12.88mS/cm, 30ml，。ne for each 

pH bu何er s。lution: pH4.00/7.00, 30ml，。ne for each 

4x1.5V AAA alkaline batteries (pre-installed) 

Lanyard 

Hard carrying case (L/W/H: 28.0x23.0x8.2cm) 

SPECIFICATIONS 

…·且illmll…·四盟国……DYIII…·且!!.mlllJJJJJJJJJJJ 

./ 
./ 

-/

V

/
V

/
V 

./ 

./ 
-
JJJJJJJJ 

Parameter 

ORP 

pH 

./ ./ Measurement 

Conductivity range 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 
PC1-S 

./ 
4 pcs 

-/

V

/
V

/
V

/
V

/
V 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 
EC1 S 

2 pcs 

./ 

JJJ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 

./ 
ORP1-S 

c 

-
JPJ 

-/

V

/
V

/
V 

ss 

－

J
J
J
J
J
J
J
J
J
H
J
J

阳
J

p3 

-
JJJ 

APP 
Features 

Test kit 


	Pen testers
	Pen Testers Bluethooth 01
	Pen Testers Bluethooth 02

